600W AC to DC SWITCHING POWER SUPPLY
MODEL:600S-NXXX

Specifications and Features

ELECTRICAL SPECIFICATION

SPECIFICATION
MODEL NO.

ITEM
UNIT
600S-N003
600S-N005
600S-N012
600S-N015

INPUT VOLTAGE
VAC
110 / 220
110 / 220
110 / 220
110 / 220

INPUT FREQUENCY
Hz
47 ~ 63
47 ~ 63
47 ~ 63
47 ~ 63

HOLD–UP TIME
Ms
16.0
16.0
16.0
16.0

OUTPUT VOLTAGE
VDC
3.3±5% ADJ
5.0±5% ADJ
12.0±5% ADJ
15.0±5% ADJ

OUTPUT CURRENT
A
100.0
100.0
50.0
40.0

LINE REGULATION
%
1.0
1.0
1.0
1.0

LOAD REGULATION
%
1.0
1.0
1.0
1.0

EFFICIENCY
%
75.0
77.0
80.0
81.0

RIRPPLE NOISE
MVp–p
1% UNDER 10MHZ
1% UNDER 10MHZ
1% UNDER 10MHZ
1% UNDER 10MHZ

TEMP. COEFFICIENT

0.02% / ℃
0.02% / ℃
0.02% / ℃
0.02% / ℃

OVT ( SHUT DOWN )
VDC
3.79 ~ 4.12
5.75 ~ 6.25
13.8 ~ 15.0
17.5 ~ 18.7

OCP / SCP
ADC
CURRENT LIMITING / DELAY SHUT DOWN

OPERATION TEMP
℃
-10 ~ +50
-10 ~ +50
-10 ~ +50
-10 ~ +50

OPERATION HUMIDITY
R. H.
10% ~ 90%
10% ~ 90%
10% ~ 90%
10% ~ 90%

SAFETY

MEET UL
MEET UL
MEET UL
MEET UL

COOLING

FORCED AIR COOLING WITH FAN ( built–in )

ELECTRICAL SPECIFICATION

SPECIFICATION
MODEL NO.

ITEM
UNIT
600S-N024
600S-N036
600S-N048
600S-N060

INPUT VOLTAGE
VAC
110 / 220
110 / 220
110 / 220
110 / 220

INPUT FREQUENCY
Hz
47 ~ 63
47 ~ 63
47 ~ 63
47 ~ 63

HOLD–UP TIME
Ms
16.0
16.0
16.0
16.0

OUTPUT VOLTAGE
VDC
24.0±5% ADJ
36.0±5% ADJ
48.0±5% ADJ
60.0±5% ADJ

OUTPUT CURRENT
A
25.0
16.6
12.5
10.0

LINE REGULATION
%
1.0
1.0
1.0
1.0

LOAD REGULATION
%
1.0
1.0
1.0
1.0

EFFICIENCY
%
85.0
87.0
88.0
90.0

RIRPPLE NOISE
MVp–p
1% UNDER 10MHZ
1% UNDER 10MHZ
1% UNDER 10MHZ
1% UNDER 10MHZ

TEMP. COEFFICIENT

0.02% / ℃
0.02% / ℃
0.02% / ℃
0.02% / ℃

OVT ( SHUT DOWN )
VDC
27.6 ~ 30.0
41.4 ~ 45.0
55.2 ~ 60.0
69.0 ~ 75.0

OCP / SCP
ADC
CURRENT LIMITING / DELAY SHUT DOWN

OPERATION TEMP
℃
-10 ~ +50
-10 ~ +50
-10 ~ +50
-10 ~ +50

OPERATION HUMIDITY
R. H.
10% ~ 90%
10% ~ 90%
10% ~ 90%
10% ~ 90%

SAFETY

MEET UL
MEET UL
MEET UL
MEET UL

COOLING

FORCED AIR COOLING WITH FAN ( built–in )

ELECTRICAL SPECIFICATION

SPECIFICATION
MODEL NO.

ITEM
UNIT
600S-N080
600S-N250



INPUT VOLTAGE
VAC
110 / 220
110 / 220



INPUT FREQUENCY
Hz
47 ~ 63
47 ~ 63



HOLD–UP TIME
Ms
16.0
16.0



OUTPUT VOLTAGE
VDC
80.0±5% ADJ
250.0±5% ADJ



OUTPUT CURRENT
A
7.0
2.4



LINE REGULATION
%
1.0
1.0



LOAD REGULATION
%
1.0
1.0



EFFICIENCY
%
92.0
96.0



RIRPPLE NOISE
MVp–p
1% UNDER 10MHZ
1% UNDER 10MHZ



TEMP. COEFFICIENT

0.02% / ℃
0.02% / ℃



OVT ( SHUT DOWN )
VDC
92.0 ~ 100.0
287.5 ~ 312.5



OCP / SCP
ADC
CURRENT LIMITING / DELAY SHUT DOWN

OPERATION TEMP
℃
-10 ~ +50
-10 ~ +50



OPERATION HUMIDITY
R. H.
10% ~ 90%
10% ~ 90%



SAFETY

MEET UL
MEET UL



COOLING

FORCED AIR COOLING WITH FAN ( built–in )

備註:

***製造商得保留上述產品規格、特色、圖說等修改或刪除之權利。The manufacturer reserves the right to revise the publication without obligation to notify any person or organization of such revisions.

